YAESU FT-290 II   control keys	


------------------------------------	


F (func key)	when pressed func is activated for 3 SEC	


------------------------------------	


RPT (DUP)	toggle thro' to get +/- or no 600KHz shift	


------------------------------------	


F RPT (DUP) enables duplex op between	


VFO s A and B . One VFO for Tx freq and mode	


-the other for Rx freq and mode. a bar 	appears beneath the DUP label.	


------------------------------------	


VFO (PMS)	


the VFO key selects the VFO mode if in the	


memory mode and alternates between	


VFO A and VFO B once in the VFO mode.	


------------------------------------	


F VFO (PMS)	"Prog mem scanning"- scans between freqs	


in mems 1 and 2. Channel nos 1 and 2 appear	


at top left of screen during PMS operation.	


------------------------------------	


STEP (LOW)	


the STEP key selects freq steps for tuning	


and scanning. In CW and SSB it toggles	25, 100, and 2.5 KHz. In FM it toggles	12.5, 25, 50 KHz.	------------------------------------	


F STEP (LOW) selects High or Low Tx power	


(2.5 W or 0.25 W) gives a bar beneath "LOW"	


------------------------------------					


YAESU FT-290 II   Keys	


------------------------------------	


MR (PRI)	


memory recall activates mem mode from VFO	


mode. If already in mem mode the MR key is	


used to set a mem channel for selective	mem scanning. In mem mode an "M" is on top	


left of screen with 1 or more CH Nos.	


------------------------------------	


F MR (PRI) activates PRIority channel	


checking in which a selected mem is checked	


while in VFO mode.	


------------------------------------	


REV (TONE)	


exchanges Tx and Rx freqs when in repeater	


operation.	


------------------------------------	


F REV (TONE) activates/deactivates FTS 7	


CTCSS tone enc/dec if installed.	


When active a bar appears beneath "TONE"	


(disabled when tone burst unit fitted)	


------------------------------------	


UP (DWN) 	


in FM incs freq by 1 MHz.(VFO mode)	


in SSB or CW incs freq by 100KHz.(VFO mode)	


Holding key down >0.5 Sec causes repeated	


stepping. In mem mode CH is stepped up.	


------------------------------------	


F UP (DWN)	


as above but down.	


------------------------------------	


MODE (NB)	


MODE toggles FM, CW, USB, LSB	


------------------------------------	


F MODE (NB)	


toggles noise blanker On/Off (all modes)	


use if you hear a pulse type noise._


------------------------------------_


CALL_fires tone burst (1750 Hz) and keys up._


------------------------------------_


M _Memorise key for writing new data into_memories.


YAESU FT-290 II   


Priority and split DX	


------------------------------------	


Priority check while in VFO.	


1. Store priority freq and mode in mem.	


2. Select this mem Ch in mem mode	


3. Press F then MR(PRI)	


4. Operate VFO as desired (Pri Ch no is disp)	


5. To go to Pri for QSO, hit V then MR.	


6. To cancel press V or MR or CALL.	


------------------------------------	


Odd split operation.	


1. Set one VFO to Tx freq and mode.	


2. Press V key to select other VFO.	


3. Set this VFO to Rx freq and mode.	


4. Press F then RPT(DUP). a bar apps on DUP	


5. To reverse VFOs hit V.	


6. To cancel hit F then RPT(DUP) again.	


7. Can store a split in mems 3 to 9 only	


8. To store set up the split as above then	


Prss M then UP (to select mem) then M again.	


9. Press MR to recall the memory.																


YAESU FT-290 II   


Scanning	


------------------------------------	


3 scanning modes- VFO, MEM, PMS	to start use U/D on mic	to stop use U/D on mic or blip PTT	------------------------------------	


VFO all band scanning.	


1. Select VFO freq and mode.	


2. Press mic U or D for 0.5 Sec to start.	


3. Press STEP or MODE to chnge Step or Mode	


4. Press mic U/D or PTT or V to stop. 	


------------------------------------	


Stored Memory Channel Scanning.	


1. Press MR to get into memory mode.	


2. Press mic U/D for 0.5 Sec to start.	


3. Press mic U/D or PTT or MR to stop.	


Only stored memories are scanned.	


------------------------------------	


Skip Scanning.	


Set some memory channels to be ignored.	


These channels will have blinking Ch Nos.	


1. Press MR to get into memory mode.	


2. Select Ch to skip.	


3. Press MR. Ch number starts to blink.	


4. Press mic U/D for 0.5 Sec to start.	


5. To reinstate repeat step 3.	


------------------------------------	


Programmable Memory Scanning.	


To scan a selected portion of the band.	


1. Store low freq from VFO in mem 1	


2. Store high freq from VFO in mem 2	


3. Press F then V(PMS).Ch nos 1 and 2 displ	


4. Press mic U/D for 0.5 Sec to start.	


5. Press STEP or MODE to change either.	


6. Press mic U/D to stop, then V or M or CALL	


to escape PMS mode.	


------------------------------------


YAESU FT-290 II  VFOs and MEMORIES	


------------------------------------	


to copy one VFO to the other VFO	


select source VFO then M, then V.	


------------------------------------	


Store data into memory	Set up freq, mode, etc in VFO	


Press M key then UP key to select memory	


Press M key again to store	


------------------------------------	


Recall data from memory.	


Press MR key then turn knob or use mic U/D	


to select.	


------------------------------------	


Having recalled a memory you can change	parameters temporarily or can resave them	


by pressing M key twice.	


------------------------------------																			


YAESU FT-290 II	2M (FM, SSB (LSB, USB), CW	


Voltage 8-15.8 V dc	Rx current 80 mA	


Tx current 1.1 A (2.5 W RF)	Serial no 1I390287	


















































